
Pillar Drilling Machine
Infratirea 4GC0F2

Sorry the machine has been sold already!

 
stock-no.: 0200692
type of machine: Pillar Drilling Machine
make: Infratirea
type: 4GC0F2
year of
manufacture:

1976

type of control: conventional
country of origin: Romania
storage location: Leipzig 1
delivery time: immediately
freight basis: EXW, free on truck unpacked
price: on request

technical details
bore capacity in steel (diameter): 40 mm
throat: 300 mm
bore stroke: 180 mm
spindle turning speed - continuous: 180 - 1400 / 8 step U/min
spindle taper MT: 4
Distance spindle/table max.: max.: 570 / min.: 120 mm
feed: 0,10; 0,16; 0,25 / 3 step mm/U
table clamping surface:: 325 x 450 mm
table-size: 425 x 550 mm
table adjustable: vertical 420 mm
table swivable approx.: 360
base plate surface area: 500 x 400 mm
distance spindle center to floor plate:: max. 980
total power requirement: 2,2 kW
weight of the machine ca.: 765 kg
dimension machine approx.LxWxH: 0,9 x 0,55 x 2,1 m

additional information
headstock vertically adjustable by 450mm
Basic setting for left and right rotation available
Table can be adjusted in height and rotated 
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