
Hydraulic steelworker
Peddinghaus Hydraulic 1001

stock-no.: 0104414
type of machine: Hydraulic steelworker
make: Peddinghaus
type: Hydraulic 1001
year of
manufacture:

2004

type of control: conventional
country of origin: Germany
storage location: GOG Bitterfeld
delivery time: by agreement
freight basis: ex location Bitterfeld, free on truck
price: on request

technical details
throat: 510 mm
number of strokes: Hub/min
height of stroke: mm
working pressure: 250 bar
Punching capacity: 1000 kN t
round bar steel: bis Ø 65 x 12 und bis Ø 90 x 8,5 mm
electr. connected load: 400V / 50Hz
total power requirement: 7,5 kW
weight of the machine ca.: ges. 2,6 t
dimension machine approx.LxWxH: 1,9 x 1,0 x 2,1 m
dimensions L x W x H: Wkz.-Schrank: 0,7 x 0,35 x 0,9 m

additional information
hydraulic section steel shear

Heavy-duty, robust electro-hydraulic hole punch with large throat depth

-Punching device: punch holder with punch quick-change device up to Ø 31 mm, stripper size L: 360 x W: 300 mm
-Punching table: LxW: 360 x 300 mm, punching support 360 x 300 mm with adjustment device and die holder Ø 50 x 25 mm (equipped with die
Ø 16 mm)
Number of strokes:
-with 10 mm stroke = up to 45 strokes/min.
-with 30 mm stroke = up to 22 strokes/min.
-with 50 mm stroke = up to 14 strokes/min.
Punching stroke: min. 10 mm and max. 50 mm
Stroke length and stroke position adjustable
Equipped with punch Ø 16 mm
Foot switch
The punching capacities refer to a material strength of 400 N/mm².

Accessories:
Various punching tools Punches and dies
i.D.
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