
Beam drilling line
Abakus LBZ 72

stock-no.: 0200012
type of machine: Beam drilling line
make: Abakus
type: LBZ 72
year of
manufacture:

2011

type of control: CNC
country of origin: Germany
storage location: Flanschenwerk
delivery time: immediately
freight basis: EXW, free on truck unpacked
price: on request

technical details
x-axis: 7000 mm
y-axis: 700 mm
z-axis: 600 mm
control: Siemens 840D SL
number of spindle speeds: stufenlos U/min.
no. of tools in magazin: 22
tool clamping:
interface:
boring spindle: SK 40 mm/min
total power requirement: kW
air-pressure connection: 6 bar
voltage: 380/50 V / Hz
weight of the machine ca.: 13,0 t
dimensions of machine: 13,3 x 3,2 x 2,5 m
dimensions electric cabinet LxWxH: 1,5 x 0,6 x 2,70 m

additional information
The drill spindle unit is traversable.
with tool changer
8 pcs. clamping fixtures, which can be moved over the whole bed, positioning 500mm with compressed air
Bed size: LxW: 9200 x 500mm

Equipment:
Cooling water pump with feed
2pcs machine vices
Clamping plate
Enclosure with sliding door

Accessories:
various auxiliary and clamping devices 
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