Bench Drilling Machine
ALZMETALL AX2-T/S

stock-no.: 0200243

type of machine: Bench Drilling Machine
make: ALZMETALL

type: AX2-T/S

year of 2000

manufacture:

type of control:  conventional
country of origin: Germany
storage location: Leipzig 1

delivery time: on request
freight basis: EXW, free on truck unpacked
price: on request

technical details

bore capacity in steel (diameter): 18 mm

throat: 250 mm

bore stroke: 100 mm

bore capacity in cast iron: @ 23 mm
Distance spindle/table max.: 75/400 mm
range of revolution per miute: 225 - 4.300 / 2x 8 step U/min
spindle taper MT: MK 2

feed:: von Hand mm/U
table surface area: 250 x 250 mm
vertical adjustment: 325 mm

table clamping surface LxW: 250 x 250 mm
table rotating: 360 °

base plate surface area: 320 x 250 mm
distance spindle center to floor plate:: 565 mm

column diameter: 90 mm

total power requirement: 0,55 kW
machine weight ab.: 160 kg
dimensions L x W x H: 0,9x0,6x1,1m

additional information

High-performance drilling machine

Thread cutting in steel possible up to M 10 and cast iron up to M 14
equipped with R6hm 3 -16 mm quick-action chuck

Operation via control panel / foot switch
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