Radial Drilling Machine

Roper WMW - BR32

stock-no.: 0200378

type of machine: Radial Drilling Machine
make: Rdéper

type: WMW - BR32

year of 1957

manufacture:

type of control:  conventional

country of origin: Germany

storage location: Leipzig 5

delivery time: immediately

freight basis: EXW, free on truck unpacked
price: on request

technical details

bore capacity in steel (diameter):

arm length::

workpiece height max.:

horizontal adjustment of the boring slide:
vertical adjustment of arm:

swivel range of the arm:

distance table - lower edge spindle:
spindle taper MT:

bore spindle stroke:

range of revolutions per minute - continous:
feed:

column diameter:

base plate surface area:

total power requirement:

weight of the machine ca.:

dimension machine approx.LxWxH:

additional information

Tool ejection via expulsion wedge
Equipment:
Coolant system with pump (without feed)

32 mm

1000

mm

700 mm

600 (motorisch) mm

90° rechts/links Grad
min./max.: 200 / 1120 mm

4

420 (manuell-automatisch) mm
20 - 2000 / 3 step U/min
01,/0,2/0,3/0,4/0,8/1,2mm/U
250 mm

1100 x 600 mm

4,6 KW

25t

1,8x0,8x2,5m

Drill cube L: 760 x W: 500 x H: 510mm / horizontal surface 760 x 500mm and vertical surface 760 x 510mm

Machine ilumination

WMW AG Tel: +49 (0341) - 52 04 60
Fax: +49 (0341) - 52 04 61 7

Messeallee 10a
D-04158 Leipzig

Mail: info@wmwag.com
Web: http://www.wmwag.com
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