
Pillar Drilling Machine
WMW SAALFELD BS 63

Sorry the machine has been sold already!

 
stock-no.: 0200676
type of machine: Pillar Drilling Machine
make: WMW SAALFELD
type: BS 63
year of
manufacture:

-

type of control: conventional
country of origin: Germany
storage location: Leipzig 1
delivery time: immediately
freight basis: EXW, free on truck
price: on request

technical details
bore capacity in steel (diameter): 63 mm
throat: 360 mm
bore stroke: 280 mm
taper MK: 5
headstock adjustment: 300 motorisch/motoric mm
distance between table/spindle: 750 mm
distance between base-plate and spindle:: 1200 mm
turning speeds: 12 - 1680 / 12 step U/min
table-size: 770x640 (hinten) mm
table clamping surface LxW: 630 x 500 mm
drill table adjustment: 350 vertikal mm
clamping surface area: 630x500 mm
drill table: drehbar 360° mm
base plate surface area: 490 x 530 mm
total power requirement: 9,3 kW
weight of the machine ca.: 1,7 t
dimension machine approx.LxWxH: 1,2x0,77x3,1 m

additional information
The Pillar Drilling Machine has been constructed with a special automatic process.
There is equipped a rotary tact table with 180 degrees. Via the multi spindle drilling head many drillings in 2 tact rhythm possible.
Please talk to us , changes can be made!

further details:
- machine table ( installed behind machine) 800x800mm steel welded construction
- div. switch elemnts for changing devise
- further accessories see picture
i.D. 
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