
Table Type Boring and Milling Machine
Schiess PBC130 - 5 Achsen-5 axis

Sorry the machine has been sold already!

 
stock-no.: 0200678
type of machine: Table Type Boring and Milling Machine
make: Schiess
type: PBC130 - 5 Achsen-5 axis
year of
manufacture:

2008 / 2018

type of control: CNC
country of origin: Schiess
storage location: Flanschenwerk
delivery time: immediately
freight basis: EXW, free on truck
price: on request

technical details
bore capacity in steel (diameter): 130 mm
x-travel: 4000 mm
y-travel: 2000 mm
z-travel: 2000 mm
W-axis (spindle longitudinal): 800 mm
control: iTNC530
table-size: 2000x2000 mm
table load: 10 t
table rotating: Rotation + Positionierung Grad
tool taper: SK50
spindle cone ISO: ISO 7:24 Nr. 50 (SK50)
drill spindle feed: 1 - 3000 mm/U
rapid traverse of boring spindle: 3000 (mm/min) mm/min
spindle headstock: Vorschub: 1 - 6000 mm
rapid traverse: Spindelstock: 9000 (mm/min) mm/min
rapid traverse: Ständer: 9000 (mm/min) m/min
revolution per minute: Bohrspindel: 10-3000 U/min
turning speed range:: Plandrehkopf: 10 - 125 U/min
total power requirement: 80 kVA kVA
dimension machine approx.LxWxH: 9,0x8,8x4,6 mit Verkleidung m
weight of the machine ca.: 45,5 t

additional information
Horizontal Table Type Boring and Milling Machine
August 2018 Spindle has been overhauled by the manufacturer Schiess

Drilling Spindle:
- max. torque of the spindle 50% = 2500 Nm and at 100% = 3400 Nm
- min. Distance between drill spindle and table surface = 100mm
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Table Type Boring and Milling Machine
Schiess PBC130 - 5 Achsen-5 axis

Machine is equipped with Siemens Simodrive 611D servo drive system.
W- and B-Axis simultaneous index display
Tool change manually.

equipments:
- CTS (cooling through spindle)
- swarf conveyor
- paper band filter
- power pack
- control cabinet

equipment:
- 15 tool taper SK 50 without tightening bolts ( on customer side)
- The machine is equipped with a workpiece measuring device from Renishaw.
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