
Pillar Drilling Machine
A. Tacke nicht bekannt

stock-no.: 0206010
type of machine: Pillar Drilling Machine
make: A. Tacke
type: nicht bekannt
year of
manufacture:

-

type of control: conventional
country of origin: Germany
storage location: Leipzig 1
delivery time: immediately
freight basis: EXW, free on truck unpacked
price: on request

technical details
bore capacity in steel (diameter): 30 mm
throat: 260 mm
bore stroke: 160 mm
spindle taper MT: MK3
feed steps: 0,1; 0,2; 0,3 mm/U und manuell
spindle speed:: max. 1800 stufenlos U/min
Distance spindle/table max.: 750 mm
table clamping surface:: L: 280 x B: 355 mm
table rotating: nein °
clamping table - swivable: 360 Grad
drill table adjustment: vertikal: 600 mm
column diameter: 130 mm
threading: Nein / no
total power requirement: 1,1 kW
weight of the machine ca.: 570 kg
dimension machine approx.LxWxH: 0,9 x 0,9 x 1,9 m

additional information
This machine has 2 tables.
Drilling table LxW: 370 x 500 mm
Attachment table: LxW: 420 x 750 mm Clamping surface = 320 x 600 mm, transverse displacement (X-axis) 250 mm possible
Ejection of tool via ejector wedge
accessories:
vice
machine base 
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