
CNC Lathe
EMCO MaxxTurn 65

stock-no.: 0305008
type of machine: CNC Lathe
make: EMCO
type: MaxxTurn 65
year of
manufacture:

2008

type of control: CNC
country of origin: Austria
storage location: Leipzig 5
delivery time: by arrangement
freight basis: EXW, free on truck unpacked
price: on request

technical details
turning diameter over bed: 600 mm
turning dia. over face-slide: 540 mm
turning length: mm
longitudinal traverse (z-axis): 800 mm
facing movement (x-axis): 260 mm
control: Fanuc 18i-TB
spindle bore: Ø 73 mm
bar material dia.: Ø 65 mm
revolution per minute: 0 ... 5000 steples U/min
max. torque on the spindle: max. 250 Nm
rapid traverse in x-y-z axis: X/Z: 30 m/min. / Y: 12 m/min.
rapid traverse c-axis: 1000 U/min.
tool turret - number of stations: 12 (Sauter)
operating hours - idle run: h
tailstock taper ISO:
tailstock quill stroke: mm
operating pressure: bar
electrics - voltage/frequency: 3 x 400 / 50-60 V/Hz
operating pressure: 6 bar
total power requirement: 40 kVA
Weight approx.: 5,7 t
dimension machine approx.LxWxH: 2,2 x 3,4 x 2,4 m
dimension swarf conveyor LxWxH: ca. 2,9 x 0,6 x 0,55 (0,38 to) m
dimensions LxWxH: Spänewanne: ca. 1,6 x 1,3 x 0,25 (0,2 to) m
dimensions of hydaulic: mm
transport measurements machine: ca. 3,3 x 1,9 x 2,2 m

additional information
The machine has a C-AXLE.
The tool turret does NOT have a holder for driven tools
Distance spindle to counter spindle = 1050mm
Counter spindle: A2-6, travel 800mm, spindle Ø 105mm, torque 250 Nm
Switch cabinet equipped with Rittal cooler
with hinged belt chip conveyor
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chip tray
compressed air gun
Machine currently has NO lathe chuck! 
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