
Thread Rolling Machine
ProfiRoll Bad Düben PR 25.1

Sorry the machine has been sold already!

 
stock-no.: 0500025
type of machine: Thread Rolling Machine
make: ProfiRoll Bad Düben
type: PR 25.1
year of
manufacture:

1999

type of control: conventional
country of origin: Germany
storage location: Leipzig 5
delivery time: on request
freight basis: EXW, free on truck
price: on request

technical details
pressure: 25 t
workpiece diameter - max.: 235 mm
threading length: 8000 mm
workpiece diameter min/max: 10/100 mm
revolution per minute: 16 - 315 U/min
spindle bore: 80 mm
work speed: 9 m/min
total power requirement: 17,0 kW
Weight approx.: 3,2 t
dimensions of machine: L:1,9 x B:1,93 x H:1,4 m
dimensions electric cabinet LxWxH: 0,7 x 0,4 x 1,3 m

additional information
Thread rolling, thread rolling - Cold forming process
Application: Manufacturing of threaded studs and threaded rods

- thread pitch: max. 10 mm
- rollers Ø min./max.: 10 / 100mm
- thread length grooving = 195 mm and passage = 8000 mm
- tool spindle/tool head movement min./max.: 152 / 325 mm
- head movement: 1 - 25 mm infinitely variable
- spindle angle of inclination: 0 - 10
- rolling force: stepless
- centre support: 60mm
- container for cutting fluid
- Hydraulics Rexroth
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