
Profil centrum obróbczego
CHIRON WERKE GMBH & CO.KG FZ 18 S

Numer
magazynowy:

0200864

Rodzaj maszyny: Profil centrum obróbczego
Producent: CHIRON WERKE GMBH & CO.KG
Typ: FZ 18 S
Rok produkcji: ca. 1995
Rodzaj
sterowania:

CNC

Kraj
pochodzenia:

Germany

Lokalizacja: GOG Bitterfeld
Czas dostawy: zaraz
Opcja dostawy: EXW, wolne na ciężarówce, bez

opakowania
Cena: na zapytanie

Dane techniczne
Przejazd w osi x: ca.1000 mm
Przejazd w osi y: 400 mm
Przejazd w osi z: 420 mm
Sterowanie: Siemens Sinumerik 805/810
Gwintowanie do maks.: M 22
bore capacity in St 60 - full boring: 25 mm
milling area: Leistung in St 60:150 mm
sawing stroke: ca. 55mm mm
zakres obrotów na minutę - ciągły: 20-6000 U/min
Przepracowane godziny: manual 26180 h
Rewolwer narzędzi: 12 Plätze/places
Oprawka narzędziowa: SK 40
Całkowite zapotrzebowanie mocy: 18 kVA
Waga maszyny ok.: 5,0 t
Wymiary maszyny dł. x szer. x wys.: 2,9x2,5x2,8 m
Wymiary maszyny do transportu: 2,4x2,6x2,75 m

Dodatkowe informację
Equipment:
- special equipment/device ( modulating clamping system) for milling jobs of profile materials with an automatic longtitudinal cutting to length
device for workpieces via circular saw module.
- hotizontal tool clamping ( force fitted) with vise clamping system and parallel ledges.
- tool changer type Chiron - basket tool changer
- swarf conveyor make Knoll
- loading amd unloading system
machine under power
copy of documentation available
i.D. 
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