
Pozycjoner spawalniczy
Münzner Maschinenbau M30/5

Niestety maszyna została sprzedana!

 
Numer
magazynowy:

1100214

Rodzaj maszyny: Pozycjoner spawalniczy
Producent: Münzner Maschinenbau
Typ: M30/5
Rok produkcji: 1969
Rodzaj
sterowania:

conventional

Kraj
pochodzenia:

Italy

Lokalizacja: Leipzig 4
Czas dostawy: zaraz
Opcja dostawy: EXW, wolne na ciężarówce, bez

opakowania
Cena: na zapytanie

Dane techniczne
workpiece diameter: 5000 mm
load capacity: 4 x 30 t
Całkowite zapotrzebowanie mocy: kW
wymiary dł.x szer. x wys.: 3,2 x 1,9 x 1,0 getrieben m
wymiary dł.x szer. x wys.: 3,3 x 1,28x 1,0 je mitlaufend m
Wymiary szafy elektrycznej dł.x szer.x wys.: 0,9 x 0,4 x 2,3 m
Waga całkowita ok.: 8,7 t

Dodatkowe informację
For turning large round containers/objects. (welding positioner)
Consists of a welded steel construction.

-1 driven bracket headstock; motor-driven adjustment approx. 1400mm, axis distance min./max.: 800/2200mm; impeller size Ø 500 x 390mm
(four-piece) and Ø 500 x 110mm /individual impeller), running surface 75mm rubber
3 bracket headstocks, motor-driven adjustment approx. 1600mm, axis distance min./max.: 700/2300mm, impeller size Ø 500 x 400mm
(four-part), thread of wheels 80mm rubber, one bracket headstock equipped with further impeller Ø 500x100mm

Operation via manual switch/switch cabinet
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