
Odsysacz
Matho CB 100.3

Numer
magazynowy:

1300841

Rodzaj maszyny: Odsysacz
Producent: Matho
Typ: CB 100.3
Rok produkcji: 2010
Rodzaj
sterowania:

conventional

Kraj
pochodzenia:

Germany

Lokalizacja: Leipzig 3
Czas dostawy: na zapytanie
Opcja dostawy: EXW, wolne na ciężarówce, bez

opakowania
Cena: na zapytanie

Dane techniczne
pipe system - processing diameter: 100 mm
pipe system - inlet: ansaug Ø 150 und ausblas Ø 130 mm
volume flow ventilator - shred: 2600 Nm³/h m³/h
filter cartridge type: Filtermatte
Całkowite zapotrzebowanie mocy: 2,2 kW
weight of the machine approx.: 400 kg

Dodatkowe informację
for example for wood dust
suction of pulp, hackle - transport in tank or "big Bags"
application for separation of high poluted air equipped on production plants for the paper-and plasting processing industry. Use of rotary feeder
for a presure less transport
filter system change via manual over maintenance door
dimensions cartridge filter : L:1,42xW:0,90xH:3,08m
dimensions rotary feeder : L:1,55xW:1,45xH:3,33m
dimension ventilator HTZ : L:0,82xW:0,75xH:0,93m
diomension ventilator ML : L:0,66xW:0,70xH:0,83m 
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