Transfer Machine
GNUTTIFM OR 7.175

ApTukyn: 0200420

Twn cTaHka: Transfer Machine
MpownssoanTtens: GNUTTI

Mognene: FM OR 7.175

oo ca. 1970
npon3BOACTBA:

Tvn ynpaBneHns: KOHBEHUMOHANbHbI
CrpaHa ltaly
NpPON3BOAUTENb:

MecToHaxoxaeH Leipzig 2

ve:

Cpok noctaeku: [1o OroBOpeHHOCTM
Ycnosus EXW, free on truck unpacked
NoCTaBKuU:

LleHa: no 3anpocy

TexHnuyeckue pertanm

KoHnyc wnuHaens:

Xog wnuHaens:

KonuyecTso wnuHaenei:

number of stations:

Bpems uukna:

4ncno 060POTOB B MUHYTY:

4ncno 060pOTOB B MUHYTY:
Mopaya:

O6was notpebnsiemMas MOWHOCTb:
Bec mawwHbl ok.:

TpeboBaHUs K NPOCTPAHCTBY A5 MALWMWHbI NPU6.:
Pasmepbl MawnHbI:

paamepsbl [ x LWl x B:

JononHutenbHasa uHpopmauus

;GNUTTI
MACCHINE TRANSFER
S. P.A.

0 (BRESCIA) "ITALY
-3-4 TELEX 50050

SK40

175 mm

8 Stiick

5 Stiick

15-20 sec

bohren/drill/taladrar 225...1037 U/min.
gewinde/threading/roscar 50...316 U/min.
0,2 m/min

30 (40PS) kW

9,0t

3,9x2,4x2,5 m

L:3,9xB:2,2xH:2,7 m
+Anlage/plant/planta 2,7x2,52x2,25 m

The machine has been constructed for the metal cutting process of workpieces in one clamping session. Especially blanks made of brass with a
diameter 90mm x approx 100mm length would be machined with this machine.

description:

workpiece support with switch plate with clamping station type round table with horizontal axis with 5 workpiece stations

processing units:

- drill spindle and thread cutting units

- drill capacity up to 2 3/4" and 81,53mm in brass
- thread cutting up to 2 1/2" und metric thread

Machine is equipped with a feeding-and unloading unit for workpieces. ( feed capacity 3 -4 pieces/min and cycle time 15 - 20 sec.)

furthermore incl. coolant device
i.D.
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