
Одношпиндельный патронный автомат
KYSUCKE NOVE MESTO SEL 130

К сожалению машина уже продана!

 
Артикул: 0300450
Тип станка: Одношпиндельный патронный автомат
Производитель: KYSUCKE NOVE MESTO
Модель: SEL 130
Год
производства:

1987/1988

Тип управления: NC
Страна
производитель:

Czech Republic

Местонахожден
ие:

Leipzig 4

Срок поставки: Незамедлительно
Условия
поставки:

EXW, free on truck unpacked

Цена: по запросу

Технические детали
Ось - Х: 150-180 mm
Ось Y: 70-80 mm
Длина обточки: 180 mm
Количество салазок: 2
Управление: SPS Tecomat NS 950
Диаметр шпинделя: 160 mm
Общая потребляемая мощность: 12 kVA
Вес машины ок.: 2,2 t
Необходимое пространство:: L:2,0xB:2,0xH:2,3 m

Дополнительная информация
Single spindle short turning automatic (Ends-Lathing Automatic)
Construction
Single spindle-horizontal, for serial production of small parts
Turning dia.: lateral face turning =60-140mm; longitudinal lathing=ca.160mm
Swing dia.:
Two cross moving tables are fixed in front of Spindle
Main spindle diameter 160mm
Control: NC/Tecomat NS 950
Equipment:
Automatic tool guiding to spindle removal
Dokumentation in Czech language
sale as is
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