CBapo4HbIN NO3ULIMOHEP
Miinzner Maschinenbau M30/5 AR

K coxaneHuto MmawwuHa yxe npogaHal

ApTukyn: 1100214

Twn cTaHka: CBapoyHbIVi NO3NLIMOHEP
Mpownssoauntens: Minzner Maschinenbau
Mogenb: M30/5

lNon 1969

Npon3BOACTBA:

Tun ynpaBneHns: KOHBEHLMOHAbHbIA
CrtpaHa Italy

NpOon3BOAUTEND:

MecTtoHaxoxaeH Leipzig 4

ve:

Cpok noctaekn: HesamepgnutensHo
Ycnosus EXW, free on truck unpacked
NOCTaBKMU:

LleHa: no 3anpocy

TexHUyeckue petanu

workpiece diameter: 5000 mm

load capacity: 4x30t

O6was notpebnsemas MOLWHOCTb: kw

pasmepsbl [ x LWL x B: 3,2x 1,9 x 1,0 getrieben m
pasmepsbl [ x W x B: 3,3 x 1,28x 1,0 je mitlaufend m
Pasmepbl anekTpuyeckoro wkada JxLIxB: 0,9x0,4x23m

O6wwit BeC, OK.: 8,7t

JononHutenbHas UHcbopmaLms

For turning large round containers/objects. (welding positioner)
Consists of a welded steel construction.

-1 driven bracket headstock; motor-driven adjustment approx. 1400mm, axis distance min./max.: 800/2200mm; impeller size @ 500 x 390mm
(four-piece) and @ 500 x 110mm /individual impeller), running surface 75mm rubber

3 bracket headstocks, motor-driven adjustment approx. 1600mm, axis distance min./max.: 700/2300mm, impeller size @ 500 x 400mm
(four-part), thread of wheels 80mm rubber, one bracket headstock equipped with further impeller & 500x100mm

Operation via manual switch/switch cabinet
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